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LEAD PARAPET GUTTER ON
MARINE PLY SUPPORT.
ROOF MEMBRANE DRESSED

UNDER GUTTER

REDLAND RANGE DOUBLE ROMAN TILES
ON 38x25 BATTENS ON ‘ROOFSHIELD’
BREATHABLE MEMBRANE ON 150x30
RAFTERS AT 400crs.

RAFTERS BIRDSMOUTH
NOTCHED OVER PURLINS

}Y‘N PURLIN

FALSE CHIMNEY

225x38 RIDGE BOARD A%

150x50 CEILING TIES @ 400crs.
FIXED AT ENDS WITH 1No. M12
BOLT & TOOTHED PLATE CONNECTOR.
250mm QUILT (150+100) BETWEEN
& OVER CEILING TIES.

aYaYii

CONSTANT RIDGE POSITION,
RAFTERS TO START AT 45
PITCH ON REAR SIDE THEN
GRADUALLY TAPER OUT

PROVIDE CODE 4 LEAD FLASHING
AT ABUTMENTS, TURNED UNDER
SLOPING COPING STONE
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INSULATION TO SLOPING CEILINGS:
4 90mm CELOTEX CUT TO ‘PUSH FIT’
ﬁ;y BETWEEN RAFTERS, 35mm CELOTEX
BELOW. 12.5mm VAPOUR CHECK
PLASTERBOARD INTERNALLY WITH

SKIM FINISH

NEW COPING
——
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150x50 WALL PLT.//
»<| BOLTED OR
| STRAPPED
S| DOWN WALL
=)
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NON-STRUCTURAL STUDDING LINED THRO'

= WITH DORMER POSTS. 100x50 STUDS AT

400crs. QUILT INSULATION BETWEEN,
12.5mm P/BOARD & SKIM INTERNALLY

12.5mm P/BOARD & SKIM

2400
(2415 T0 CEILING TIES)

NEW FLOOR (SEE DETAILS ON DRG. 005 & 006)

RAFTERS FIXED TO WALL PLATE

/ WITH FRAMING ANCHORS

WALL BUILT UP TO
SAME LEVEL AS OPP.

—— U.P.V.C. FASCIA & SOFFIT.
HALF-ROUND 100¢ GUTTER

100x50 WALL PLATE LINED THRO'
WITH OUTER FACE OF WALL &
BOLTED OR STRAPPED TO WALL

WALL BUILT UP IN 215mm CONCRETE
BLOCKWORK.

JOISTS BUILT MN. ———=

100mm INTO WALL

PERIMETER FILLET, STOPPED
SHORT AT ABUTMENT TO
ALLOW DRAINAGE DOWN

CHEEK WALLS

100x100 JAMB POSTS ———

BUILT OFF DOUBLE

RAFTERS

JOISTS BUILT MIN.
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100mm INTO WALL

><
1:60 FALL

~— COVINGS, SKIRTINGS ETC.
TO CLIENTS PROPOSALS

~—— NEW INSULATION THROUGHOUT

FRONT & TEMPLE ST. GABLE
WALL. SEE DETAIL BELOW.

=——100mm CONCRETE BLOCKWORK,
13mm CARLITE PLASTER OR
9.5mm P/BOARD & SKIM FINISH

ROOF SECTION (TAKEN DEAD AGAINST TEMPLE ST. WALL)

SCALE 1:20

CODE 5 LEAD FIXED & JOINTED IN ACCORDANCE WITH BSEN 125888

& THE 'LEAD SHEET ASSOCIATION'S RECOMENDATIONS ON
‘CELOTEX TD3080Z' WARM ROOF DECK (FIXED IN

ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS) ON BAR
STRIPS ON 75x50 FLAT ROOF JOISTS AT 400crs.
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12.5mm P/BOARD & SKW~ ~
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FILLET PIECE ON TOP
OF PLY SUPPT TO
FOLLOW RAFTER LINE.

2400
(2415 TO CEILING TIES)

HERAK

a

ORIGINAL STONE R
CORBEL & LINTEL—=

REPLACE ORIGINAL INNER LINTEL
= WITH AT LEAST 2No. 100x140dp.
P.C. LINTELS. (TYP. 3No. FRONT WINDOWS)

TYPICAL FRONT DORMER SECTION

SCALE 1:20

~——CODE 5 LEAD ON BREATHER MEMBRANE
ON 18mm MARINE PLY ON 100x50 VERT.
STUDS AT 400crs. 90mm CELOTEX BETWEEN
STUDS, 12mm CELOTEX TO BACK OF STUDS.
12.5mm VAPOUR CHECK PLASTERBOARD &
SKIM TO ROOM SIDE

CODE 4 LEAD SOAKER

s

H —— SEE MAIN ROOF
CONSTRUCTION

DOUBLE RAFTER —=

X — X (DORMER CHEEK)

SCALE 1:20

EXTERNAL WALL INSULATION &

RENDER FINISH TO CONTRACTOR'S
PROPOSAL. USE SIMILAR DETAIL
TO SOUTH WEST GABLE WALL.

100mm CONC. BLOCK_l

13mm CARLITE PLASTER —=
OR 9.5mm P/POARD ON
DABS TO STAR SIDE

PLAN SECTION ON

SCALE 1:20
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EXISTING STONE FACING & —1 =
BRICK INTERNAL WALL
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~— "GYPLINER" SYSTEM : 25mm GYPLINER

GRID FRAME TO CREATE 25 CAVITY, 25mm
APR 1200 QUILT WITHIN CAVITY WITH

2 LAYER 12.5mm ‘SOUNDBLOC" P/BOARD
TO ROOM SIDE.

STAIR WALL

USE A THINNER SUITABLE
THERMAL BREAK BOARD
AT WINDOW REVEALS

~—50mm GYPROC ‘THERMALINE SUPER’
INSULATION BOARD DABBED TO WALL

PLAN SECTION ON FRONT & TEMPLE ST. GABLE WALL

SCALE 1:20

DETAILS AS FRONT DORMER

PURLIN 1:60 FALL

-
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TYPICAL REAR DORMER SECTION

SCALE 1:20

‘GYPWALL" QUIET SF SYSTEM OR SIMILAR:
70mm C-STUDS @ 600crs. WITH RB1
RESILIENT BAR ONE SIDE. 50mm ISOWOOL

APR 1200 IN' CAVITY, 2x12.5mm
138

SOUNDBLOC P/BOARD EACH SIDE

2nd FLOOR STAIR SEPARATING PARTITION

SCALE 1:20

=——100x100 JAMB POSTS

BUILT OFF INNER
LINE OF MASONRY

CODE 4 FLASHING

STUB RAFTERS
FIXED TO DWARF
STUDDING

FOR GENERAL NOTES SEE DRG. 005
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